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~—— 8' High Door Shown (Max Section Height 27") Max Door Height 12" —
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End Hinge

11 gauge galvanized steel
double end hinges attached
with four 1/4" x 2 1/4"

carriage bolts or four 1/4" x

1 1/4" lag screws

Roller

2" steel or nylon roller with a
hardened 7" stem and push nut
installed (hurricane roller)
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Flag Bracket

12 gauge galvanized steel flag
bracket attached to wood jamb
with three 5/16" x 1 5/8" wood lag
screws and to the horizontal and
vertical tracks with two 1/4" x
5/8" track bolts and nuts each

Horizontal Track and Angle
Horizontal track and angle to suit

Vertical Track

2" galvanized steel track with a
minimum thickness of .083" or 3"
galvanized steel track with a
minimum thickness of .090"

1" x 3" crown staple typ

1/4" luan ~

5/8" trim

1/2" face

18 ga. pin nail typ

Section A - A

— N
/—1/4" luan
L —13/8" foam 9/16" hurricane —| "
insulation glass [ #7 X 15/8
stainless steel
1] ) trim head screw
|1 3/8" Douglas extruded alurr:t;nll;g N
Fir frame 3
I T~ wood rear
Oo window insert
| —13/8" wood
1] Al frame
| N
Section B - B

Windows (optional)

9/16" hurricane glass
windows with a maximum
opening of 41 3/4" x 16 5/8"
on the front and 43 1/2" x
18 3/8" on the back,
retained on all four sides by
an extruded aluminum
retainer and wood rear
window insert attached with
#7 x 1 5/8" stainless steel
trim head screws (overlap
on all four sides is 7/8"),
and sealed on all four edges
with Dow Corning 995
sealant

Note: The design of the supporting structural
elements shall be the responsibility of the
professional of record for the structure and
in accordance with current building codes

Doors must have either an
electronic operator or locking
device installed (inside slide
lock shown, other lock types
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18' Max Width . :
. . C Channels — N Locking Mechanism
Center Hinge Short Center Hinge Bottom Bracket Top Fixture Struts 4"x21/2" 16 gauge 50 ksi ¢
11 gauge galvanized 11 gauge galvanized 11 gauge galvanized OO0O0|000 12 gauge galvanized 3" 20 gauge 80 ksi channels attached with one
é steel hinge at cach o steel hinge at each steel bottom bracket steel double top fixtures hat strut attached 1 1/4" wide 16 gauge strap, one
center stile attached center stile attached attached to bottom section - g attached with six 1/4" x with two 1/4" x 1 1/4" 1/4" x 5/8" self tapping screw °cQo
with four l/4j' X i 1/4" with two 1/: "' X2 1/4" o with three 1/4"x 2 1/4" . 11/4" lag screws cach lag screws per stile and and three 1/4" x 1 1/4" lag E] permitted)
car:lage bol:s or four [o) car:lage bol:s or two carriage bolts or three 1/4 (push nut is required on loca.tcd as shown on the screws per stile and boxed with
1/4"x 1 1/4" lag 1/4" x 1 1/4" lag 8 x 1 1/4" lag screws (no top roller) sections " " .
: p one 3.776" x 2 3/8" 12 gauge
screws sclre.ws (for use on push nut required on 000/000 plate and four 1/4" x 5/8" self °Qo
glass section) bottom roller) tapping screw at the center three
stile locations —N

r 27" TYP

6" TYP

6" TYP &
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2" Track

—

Track Brackets

12 gauge galvanized steel track
bracket attached to wood jamb
with one 5/16" x 1 5/8" wood
lag screw and to vertical track
with one 1/4" x 5/8" track bolt
and nut
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for the loads listed on this document IS /01 MIAIN 5] AHwWr A PHONE 828-068-16400
LDy TORT L P R ey FAaX BFE-HGB-180T
Models: Design 101-108, 201-203 TITLE

Tested in accordance with ANSI/DASMA
108 and ANSI/DASMA 115

Design Pressure: +36.1/-40.2 PSF

Test Pressure: +54.15/-60.3 PSF

18x8 Carriage House Door +36.1/-40.2 PSF

DRAWN BY:

Jobm VM. Slroede 6/5/18

APPROVED BY:

Jobm, TN Slroede 6/5/18

DRAWING NUMBER

Carriage-18-8-36-40

REVISION

A

SIZE

B

SCALE

N/A
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