


Reference Data: ASTM E 1592-05 (2012} is equivalent to test standard ASTM E 1592-12.
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Petersen Headquarters
1005 Tonne Road
Elk Grove Village, IL 60007
P  800 PAC CLAD
F  800 722 7150

Annapolis Junction
9060 Junction Drive
Annapolis Junction, MD 20701
P  800 344 1400
F  301 953 7627

Tyler
10551 PAC Road
Tyler, TX 75707
P  800 441 8661
F  903 581 8592

Acworth
102 Northpoint Pkwy
Acworth, GA 30102
P  800 272 4482
F  770 420 2533

Andover
1885 Station Pkwy NW, Ste B
Andover, MN 55304
P  877 571 2025
F  866 901 2935

PETERSEN ALUMINUM CORPORATION           PAC-CLAD.COM    SALES@PETERSENMAIL.COM

7.2 PANEL

PROFILE DETAIL

www.pac-clad.com  /  email: sales@petersenmail.com

HQ: 1005 Tonne Road
Elk Grove Village, IL 60007
P: 800-PAC-CLAD
F: 800-722-7150

9060 Junction Drive
Annapolis Junction, MD 20701
P: 800-344-1400
F: 301-953-7627

10551 PAC Road
Tyler, TX 75707
P: 800-441-8661
F: 903-581-8592

102 Northpoint Pkwy Ext, Bldg 1, Ste 100
Acworth, GA 30102
P: 800-272-4482
F: 770-420-2533

350 73rd Ave., NE, Ste 1
Fridley, MN 55432
P: 877-571-2025
F: 866-901-2935

J o b  N a m e :

D a t e :

C o n t r a c t o r :           N o t e s :

7.2 PANEL

Profile

NOTE:
1. Panels should always be lapped against prevailing winds.
2. The above fastening patterns are typical and may not be appropriate for all applications. Consult a

Professional Engineer for specific requirements.
3. 1

8" x 1
2" tape sealant shall be used at all side laps when used as a roof panel.

4. Side lap fasteners are required. Typical spacing is 18", however this spacing may not be appropriate for
all applications. Consult a Professional Engineer for specific requirements.

5. DO NOT USE NAILS FOR ANY PANEL ATTACHMENT.

APPLICATION
PREVAILING WIND
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7.2 PANEL

OVERLAP DETAIL
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7.2 PANEL

Panel Overlap Detail



     www.pac-clad.com  /  email: sales@petersenmail.com

HQ: 1005 Tonne Road 
Elk Grove Village, IL 60007 
P: 800-PAC-CLAD 
F: 800-722-7150

9060 Junction Drive 
Annapolis Junction, MD 20701 
P: 800-344-1400 
F: 301-953-7627

10551 PAC Road 
Tyler, TX 75707 
P: 800-441-8661 
F: 903-581-8592

102 Northpoint Pkwy Ext, Bldg 1, Ste 100 
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F: 770-420-2533
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2.67” x 7/8” CORRUGATED

Profile

NOTE:
1. Panels should always be lapped against prevailing winds.
2. The above fastening patterns are typical and may not be appropriate for all applications. Consult a

Professional Engineer for specific requirements.
3. 1

8" x 1
2" tape sealant shall be used at all side laps when used as a roof panel.

4. Side lap fasteners are required. Typical spacing is 18", however this spacing may not be appropriate for
all applications. Consult a Professional Engineer for specific requirements.

5. When using this panel in a roofing application, it should be lapped two corrugations. Panel may be lapped
one corrugation when used in a siding application.

6. DO NOT USE NAILS FOR ANY PANEL ATTACHMENT.

APPLICATION
PREVAILING WIND
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2.67” x 7/8” CORRUGATED

Panel Overlap Detail

Below 2-1/2 / 12 slope: NOT RECOMMENDED
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R-36 PANEL
Profile

NOTE:
1. Panels should always be lapped against prevailing winds.
2. The above fastening patterns are typical and may not be appropriate for all applications. Consult a

Professional Engineer for specific requirements.
3. 1

8" x 1
2" tape sealant shall be used at all side laps when used as a roof panel.

4. Side lap fasteners are required. Typical spacing is 12", however this spacing may not be appropriate for
all applications. Consult a Professional Engineer for specific requirements.

5. DO NOT USE NAILS FOR ANY PANEL ATTACHMENT.

APPLICATION
PREVAILING WIND

R-36 PANELS

PROFILE DETAIL
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